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15.

GENERAL NOTES

All construction shall be in accordance with the latest

standards and specifications of Howard County plus

MSHA standard and specifications if applicable.
The contractor shall notify the Department of Public Works, Bureau
of Engineering, Construction Inspection Division at (410) 313-1880
at least five (5) working days prior to the start of work.

The contractor shall notify “Miss Utility” at 1-800-257-7777
at least 48 hours prior to any excavation work.

The contractor shall notify the Howard County Department of
Public Works, Bureau of Utilities at (410) 313-4900 at least
five working days prior to starting any excavation work.

Site area:e.2=— | acres.

All plan dimensions are to face of curb unless otherwise
noted.

Existing topography is shown per field run survey information
by Gutschick, Little & Weber, P.A.

Coordinates and bearings are based upon the MD State plan
system (NAD '27).

Water and sewer shown is public.

Stormwater management for this site is exempt.

All existing water and sewer is per Contracts C-268—W&S and C-305—W&S.
All existing public storm drain is per F—68—30.

All curb radii is 5° unless noted otherwise.

Sidewalks adjacent to perpendicular parking shall be 6 wide.
All other sidewalks shall be 4" wide except where dimensioned
otherwise.

Traec b collecticm for Haicr erite=
will e imtecmal o = buiu-‘mﬁ.

' paved areas indicated are private except as noted.

"1 Project background: See Dept. of Planning & Zoning File Numbers:

FDP-40, F-68-30, WP-98-49.

8. Recording reference: Plat Book 15 Plat No. 60.

t°2. All proposed ramps shall be in accordance with current A.D.A.

standards. Maximum sidewalk cross slope shall be two
percent. Provide a five—foot by five—foot level (2 percent
max.) landing at the top and bottom of all ramps and building
entrances and exits.

Z0. All proposed water meters shall be located inside buildings.

7.

z%

z4

- All proposed site utilities are to terminate 5’ from the
building.  The building plumber shall connect to and extend
these utilities to the inside of the building.

Existing utilities are based on approved design plans for construction
and field location by Gutschick, Little & Weber, P.A.

There is no floodplain on this site.

There are no wetlands on this site.

2% No traffic study is required for this site.

Zco. Al bulk requirements and setbacks are-per FDP Phase 40-A-IIL 5
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A.

PLANT MATERIALS AND PLANTING METHODS

Plant Materials

The landscape contractor shall furnish and install and/ox
burlap and transplant all of the plant
‘materials called for on drawings and/or listed in the

dig,

ball,

Plant Schedule.

1.

Plant Names

Plant names used in the Plant Schedule shall
conform with -"Standardized Plant Names,"
latest editicn.

‘Plant Standards

All plant material shall be equal to or better
than the requirements of the "USA Standard for
Nursery Stock" latest edition, as published by
the American Association of Nurserymen (here-
after referred to as AAN Standards). All
plants shall be typical of their species and
variety, shall have a normal habit of growth
and shall be first quality, sound, vigorous,
well-branched and with healthy, well-furnished
root systems. They shall be free of disease,
insect pests and mechanical injuries.

All plants shall be nursery grown and shall
have been grown under the same climate
conditions as the location of this project for
at least two years before planting. Neither
neeled-in plants nor plants from cold storage
will be accepted.

Plant Measurements
All plants shall conform to the measurements

specified in the Plant Schedule as approved by
the ARC.

a. Caliper measurements shall be taken
six inches (6"} above grade for
trees under four-inch (4") caliper
and twelve {12"; above grade for
trees four inches [4") in caliper
and over.

D. Minimum branching height for all
trees shall be six feet (6'),

o

maximum eight feet 8¢

c. Minimum size <for planting shade
trees shall be I 2y" caliper. 14'-
16’ in heigh:.

Q.

Minimum size for planting minor or
intermediate focus trees .pines,
crabapples, etc.; shall be 3"-3%"
caliper, 10'-12' in height. .

e. Minimum size for ‘planting shrubs
shall be 18" - 24" spread unless
ncted otherwise.

£. Caliper, height, spread and size of

ball shall be generally as follows:

CALIPER HEIGHT SPREAD SIZE OF BALL
3" - 3" 14 -1& 6'-8" 32" diameter
IUt- 4" 147 -16" 8'-10" 36" diameter
4" - 4%" 16’ 18° 8 -1C" 40" diameter
%" - 5" 1€ -17" 100 -127 44" diameter
sn - 5¥%" 187-20" 10°-12 48" diameter
S5%"- 6" 13" -20° 12" -4 52" diameter

c. If areas are designated as shrub peas or neage
trenches. they shall be excava-ed to at least
18" depth minimum. Areas designated for
ground covers and vines shall be excavated to
at leas: 12" in depth minimum.

[}

Diameter and depth of tree pits
shall generally be as follows:

PIT PIT
PLANT SIZE ROOT BALL DIAMETER DEPTH
2" - 3%" cal. iz2n 64" 28"
S¥"- 4" cal. 36" ra 32n
2" - 4%" cal. 10" 8o 3g"
4#£"- 5" cal. 44" 88" 40"
5" - SK" cal. 18" 96" 44"
S¥%"- 6" cal. 52" 104" 48"

A 20% compaction figure of the soil to be removed is
assumed and will be allowed in calculation of extra
topsoil. The tapbulated pit sizes are for purposes of
uniform calculation and shall not override the specified
depths below the bottoms of the root balls.

4. Staking, Guying and Wrapping

All plant material shall be staked or guved, and wrapped
in accordance with the following specifications:

a. Stakes: Shall be sound wood 2" x 2"
rough sawn oak cr similar durable
woods, or lengths, minimum 7'-0" for
major trees and 5'-0" minimum for
minor trees.

o Wire and Cable: Wire shall be #10
ga. galvanized or bethanized
annealed steel wire. For trees over
3" caliper, provide §5/16" turn
buckles, eye and eye with 4" take-
up. For trees over 5" caliper,
provide 3/16", 7 strand cable
cadmium plated steel, with

galvanized "eye" thimbles of wire
and hcse on
caliper.

trees up to 32" in

new, 2  ply
, minimum 1/2"
s" or "Paul's
v ke used in place

cnotrees up o 3"

All plant material shall generally average the median for
the size ranges indicated abcve as indicated in the "AAN
Standards".

4. Plant Identificaticn
.

Legible labels shall be attached to all shade
trees, minor trees, specimen shrubs and bundles or
coxes of other plant material giving the botanical
and common names, size and quantity of each. Each
shipment c¢f plants shall bear certificates of
inspection as required b Federal, State and County
authorities.

5. Plant Inspecticn
The ARC mav, Jupon reguest by <the builder or
ceveloper, at least ten (10 days prior to the
installatien o©f any proposed plant material,
inspect all prcpcsed plant material at the source
¢i crigin.

Plant:inu Methods

All prcrosed plant materials that meet the specifications
in Secticn A are to be planted in accordance with the

following methods
descriked

1.

The

during the proper planting seasons as

in the

T plantin . trees, shrubs and
vines shall 1 1st te June 15th and
£ Septemrber ¢ December 15th.
Planting material wmay be

he winter months providing
st in the ground and frost-free

planting ©f evergreen material shall be

from March 1i5th to June 15th and from August

15th to Decemter 1st.

No planting shall be

done when ground 1s <£frozen or excessively
moist. No Ifroczen or wet topsoil shall be used
at any time.

Digging

All plant material shall be dug, balled and

burlapped :(B+B

in accordance with the "AAN

Standards".

Excavation cf Plant Pits

c.
74
Cetcail" \ H
5. £lant Pruning. Edging and Mulching
a. vine shall be
ate mannar to \
uirements. in
pted standarc
cr bruised =
branches shall be remcved with clean
cuts Iflush with the adjacent =<runk
or branches. ALL cuts over 1" in
diameter shall e vainted with an
approved  antisepiic tree wound
dressingz.
b. All trenche né shrub beds shall be

Sodding

Th for inspecting
all g iodic basis to
assure tha- all  wor is proccegeding in
accordance with the apgproved ¢lans and
specificaticns.
flant Guaran:es
rial shall e guarant=ad for the
full growing season, after

edged to the iines
shown The areas
around nts shall be
edged : tc the full

diame ne Sod which has
reen ramo nd szacked shall be
used dges c¢f all
excavated arsas tc the neat linss of
the plant pit saucers, thne edges of
shrub areas, hedge trenches and vine
gockets.

Afcer all slant
materizl ched with a 2"
laver d pine bark,

er approved
ire area c¢f the

o and acceptance of the werk in

For this purpose., the '"growing season"
shall : riod between the end of
the "3 " planting seasorn, and the
commenc f the "Fall" planting
season.

Guarantee for planting performed after
the specified end of the "Spring"
planting season, shall be extended
through the end of the next following
"Spring" planting season.

The landscaping contractor shall excavate all
plant pits, vine pits, hedge trenches and
shrub beds in accordance with the following
schedule:

a. Locations of all proposed plant material
shall be staked and approved in the field
by the landscape architect before any of
the proposed plant material is installed
by the landscape contractor.

b. All pits shall be generally circular in
outline, vercical sides; depth shall not
be less than 6" deeper than the root
ball, diameter shall not be less than two
times the diameter of the root ball as
set for=h in the ‘following schedule.

of HOWARD COUNTY
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May 71998

All sodding shall be in accordance to the "Landscape Specification
Guidelines for Baltimcre-Washington metropolitan Areas" latest
edition, approved by the Landscape Contractors Association of
Metropolitan Washingzcn and the American Society of Landscape
Architects.

2All sod shall be strongly rooted sod, not less than two years old
and free of weeds and undesirable native grasses. Provide only sod
capable of growth development when planted and in strips not more
than 18" wide x 4" lcng. Provide sod composed principally oef
improved s:irain Kentucky bluegrass, such as, Columbia, Victa, dr
Escort. L
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LANDSCAPING NOTES

1. This plan has been prepared in accordance with Section 16.124 of the Howard County
Code and Chapter VI (Akernative Compliance) of the Howard Courty Landscape

Manual.
2. Contractor shall notify all utilities at least (S) five days before starting work. All General
Notes, especially those regarding utilties, on Sheet 1 shall apply.
3. Field verify underground utility locations and existing conditions before staring planting
work. Contact owner or his representative  any relocations are required.
SCHEDULE A 4. Plant quantities shown on Plant List are provided for the convenience of the contractor
only. If discrepancies exist between quantities shown on the plan and those shown
PERIMETER LANDSCAPE EDGE on the plant list, the quantities on the plan shall take precedence.
" ) - " - - 5. All plant material shall be full, heavy, well formed, and symmetrical, and conform to the
Category “ :Adjacent to . Adjacent to AAN. Specifications, and be installed in accordance with project specifications.
Roadways Perimeter Properties L
6. No substitution shall be made without written consent of the owner or his
Landscape Type B representative.
v ; rF { Roadwa 7. All areas disturbed by construction activities but not otherwise planted, paved, or
A \ o Linear Feet ° y Cloo LF mulched shall be seeded or sodded in accordance with project specifications.
v ez Frontage/Perimeter !
. C s \ . - . 8. The contractor shall notify the owner in writing if he/she encounters soil drainage
. o% £ e Credit for Existing Vegetation No ce : ;
¢ ! conditions which may be detrimental to the growth of the plants.
NI \ o 45 . \\&45 7 A E (Yes, No, Linear Feet) Y 9 P
fbe ’\’ e (Describe below it needed) 9. All exposed earth within limits of planting beds shall be muiched with shredded
PP e \ \ ED : hardwood mulch per Planting Details.
7 | = _ & Credit for Wall, Fence or Berm Ne
o & (Yes, No, Linear Feet) \ N/A ~ 10. *Schedule A - Perimeter Landscape Edge*
97 (Describe below if needed) is provided for landscape surety calculation purposes only. The
c? required surety is: -
Number of Plants Required \ 2. required shade tree (or equivalent) x 100 = ¢ |\, 2 oo oo
[ =
Shade Trees l@/ /q_o r?‘ ; 11, Tabulation for landscape shown:
- Evergreen Trees 40="1 .
Note: Thhis Plan nas boen prepacred n accerdance Shrubs hone /
with Hhe provisiorns =f secticn w124 of+he _ =+ :
Howard <o V"“’*‘Y code and +the Landscape Number of Plants Provided per a = '
Shade T aompl rance
anuc ace Irees i
Evergreen Trees “HRES
Other Trees (2:1 substitution) otandards
Financial soce for +he required Londscapin Shrubs (10:1 substitution)
Must pe = e ‘as Por—-—{- - cﬁﬁc =ading pe i (Describe plant substitution credits
N Hhe amoondt =f |, 200 .0 For 12 “4reems. below if needed) '

For Lamﬁmcafe \fu—?omem Oﬁly ”

Lahao;cape a:-_ar‘e-‘-y for schadole A
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PERMANENT SEEDING NOTES - - :
SEDIMENT CONTROL NOTES | " ) [ — '§\ //I &yeﬂuemce =f éar‘lm—l—l—'l—h{_""lct") DETAIL 22 —. SILT FENCE
- ; - . i ‘
1. A minimum of 24 hours notice must be given to the Howard ,;p/;blbto grad;d or cleared areta /nOtjf/b{:Ct to[//tn.medlote fyr ther r I P B | O dain 7 aAimﬁ PErem 3“" and arra ﬂﬁe Fre "40(7"/74""1—14“' = , 36“ MINIMUM LENGTH FENCE POST.
County Office of Inspection and Permits prior to the nfeggdance where a permanent long=iivea vegetative cover Is I H S I 7/ mgﬁi—imﬁ wsids Hhe sredimeant conteol Iﬂ?}fﬁé—l-or" (l 1747/) e (ENTER M CENTER TO DRIVEN A MINIMUM OF 16” INTO
start of any construction. (410) 313-1855. y | | ¥ R , L ‘ GROUND
2. All vegetative and structural practices are to be Seef)’bed Preparation: - Loosen upper three inches of soil by . ﬂ | l ]{"\\'@\ ' | ! | "l ‘ 2.Tertall atabilized corerrrvctiorm Emdrameaes. (1 %7/) 16" MINIMUM HELGHT OF
installed according to the provisions of this plan and rak//{g, discing or other acceptable means before seeding (unless \\u (! % , Lol umb‘ifl ;\M; oo , L . ' R : GEQTEXTILE CLASS F
are to be in conformance with the 1994 MARYLAND previously loosened). ' ‘:ﬁ ZE_ v Vi ”‘\’/ﬂfaai N M . PR 2rme~vz 2xicr+irm F‘ad-mﬂ, curber and cridews K mes Ry T 8% MINIMUM DEPTH IN
STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND j : j . b ef Crzetiom 2 Are=s 1D | \ direct=zd o Haz erite plam. (| weeKD T —~ GRoUND
SEDIMENT CONTROL. Soil Amendmgnts: In lieu of soil test recommendations, use one i B R P N . . \\] L #
of the following schedules | R B = e | :11; =1 - N “L— 4 Lo tevet Boild Lalst (cp rmemHnesr)
3. Following initial soil disturbance or redisturbance, 1) Preferred - Apply 2 ¢ dolomiti Il:/\' Sld %( LR ’iMa h “ \ e f'\ i e L e
permanent or temporary stabilization shall be completed limestons (92 1b/1000 squure fost) and 600 ,, IR | e oo it e pevitgs P e i gt A TIO | aIT/,Jr.a  curbrr amd back eill islander witls bop croil and PERSPECTIVE VIEW 367 MINIMUM FENCE~_
within: @) 7 calendar days for all perimeter sediment b o 10 370 / :qug( ¢ lesy an i !“lgr} .'sl * h \:{: 4‘:" P! gt o " I, S ( NI SN P | ) 2 rtolilizz. Tresdall eoild £, (Z z2ker)
control structures, dikes and perimeter slopes and all slopes + qu ijbggﬁe se; d/'n_go /Z r%‘:fr or(, ;/S/gsé 1200 B '-i N 3' ‘A ~~~~~ N LT -~ = ’é, - = i / / -l- . EZBER—— FENCE POST SECTION
greater than 3:1, b) 14 days as to all other disturbed or ) P . [ N N - 1 N §5 BOPBLAZE /) WL oy =g el 7 o Tererdtall eridewvall oA la PR (| ez, D) MINIMUM 20" ABOVE
graded areas on the project site. upper three inches of soil. ~ At time of [ ¥ :tn Nce 8 NS ' 2 / e — e / /7 l et =g =K FLOW GROUND UNDISTURBED
sooding, apply 400 1bs per oe 00,7 “ (:\- l‘%?‘ R st F’rofomed\‘ S 7| A AU NMRz2move credirmem+t < droler wheam 2o A Yl T o
' ' . - T - . \ m . i ertre = <3 £ £0TEXT —
4. All sediment traps/b‘asms.shown must be fenced and warning unreaform fertilizer (9 Ibs/1000 sq ft). P \l .y > | i i =3 4. R 279 Eoe B eamk ) _LQ Tl 7 /“ ¢ : / R = howe besom cotol lized 3 == 'ﬂ": TOP VIEW ATV é';EVE;ﬁéAELY__ }_FENCE POST DRIVEN A
signs posted around their perimeter in accordance with Vol. . N e = - AT=02. 208 7% 27 f l8 22 e G AR = e < FE i -_\_5 M= T rIene7ieom Mmeee? — INTO THE GROUND MINIMUM OF 16" INTO
1, Chapter 12, of the HOWARD COUNTY DESIGN MANUAL, Storm 2)” ,:ecsctzﬁgal?/gz-/b;‘%go H sf;ﬂfst )Pefdaclfoeogollggvgg A A= ?;'A:c_ = a7 - BN - Lot § ) 48 beer granted by Hoe sedimendt control Tnepecton 2 doye) PosTS V LT oRou
Drainage. an : .. = & ’ - . ' P w p - . -
g . acre 10~10-10 fertilizer (23 Ibs/1000 sq ft) __E,‘r)a - @_E%% >B/ I'%@ ; T = :4?:‘1&’?) <3 ﬁ_ml—ﬂ i li=ze rgmﬂiﬁiﬂﬁ o ( l'élay) cceTion A SECTION B CROSS SECTION
. ) . < & ! (Teeri | ~— c
5. All disturbed areas must be stabilized within the time period ?; fore'se/;e d/ng.f ngrow or disc into upper |\ TS 2 24 > S P ff__(f,,,‘, ;_46 “r ! /-2,1 9_ 7 STAPLE STANDARD SYMBOL
specified above in accordance with the 1983 MARYLAND ree inches of Soi. Vg (" -] s gt (s a e f S A ! ~ 3 STAPLE e
STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT - , . Victe RO Fol i Z 3 A §.Q JOINING TWO ADJACENT SILT
CONTROL for permanent seedings, sod, temporary seeding Seeding: for the periods March 1 thru April 30, and August 1 thru ‘\"ﬁ,i. §|§‘ i 1 / ﬁ/ﬂ gy & Ay N FENCE SECTIONS
and mulching (Sec. G). . October 15, seed with 60 lbs per acre (1.4 Ibs/1000 sq ft) of U e \i\ y LR ) ) QZ N ' ferks Conctruotion Specificorions
Temporary stabilization, with mulch lone, can only be done Ke?ntucky 31 Tall Fescue. For the period May 1 thru July 31, seed ‘"ﬂ_’& T aTy == S N Dtor-m Drain Compotation o . ) L
. with 60 Ibs Kentucky 31 Tall Fescue per acre and 2 Ibs per acre )J*‘H: LIERTYRN % ¥ A z A)0 1. Fence posts shal! be o minimum of 36" long driven 16 minimum into the
when recommended seeding dates do not allow for proper Y ! P , per /AT * e N el 4%%\;:-.4*3 - N For Cot - Threuwugh | oround.  wWood posts shall be 1% x 117 square (minimum) cut. or 13" diometer
germination and establishment of grasses. (.05 Ibs/1000 sq ft) of weeping lovegrass. During the period of e l‘“§“ i_‘ th N S it W | Kom N omn3’ (0L i S e oo™ Deothn _;\ E L (minimum) Found and shall be of sound quality hardwood. Steel posts will be
October 16 thru Februory 28 pro(ect site b}’.' Opt/on (7) 2 tons //Q :‘\,\ “ 1 S = Sl=o== =—:_=Etai:_”—_—-_ (=€,72=q_=+_: = i;’—;i 7 : L A 7 _Negna dn . ,. P <o s Y- . stondard T or U section weightiag not iess then .00 pond per iinear foot.
6. All sediment control structures are to remain in place and per acre of well anghored straw muich a/]d seed g soon as p ossible - ——g{"fﬁ = | T T _E=e %}ﬁﬁﬁ; : ;'E:% : .\"Efr"é gﬂﬁé:‘" Lio= .55 X=cvH 2 : 2. Geotextile shall be fastened securely to ecch fence post with wire ties
are to be maintained in operative condition until permission in the spring. ~COption (2) Use sod. Qption (3) Seed with 60 i Ex. 7 TP st - LS “ e, o4 Mt A= O2L Ac. c=2.\ or staples at top ond mid-section and shall meet the following requirements
" for their removal has been obtained from the Howard County Ibs/acre Kentucky 31 Tall Fescue and mulch with 2 tons/acre well ! ( R — R=CToA =2 for Geotextile Class F:
" ! / Hl~ - - - < : - '
Sediment Control Inspector. anchored strav. § ‘i\ 1 é ° + Aﬁmu— Za~/ i Q= O (=2°) (9.‘5""33 (O 20) S H=E o 93‘3‘ < o.“:‘ :ensi :e z;‘ger:mn Zg :Esjgn : min.; ;:zz :zm gg:
A ensiie us s/in (min. :
7. Site Analysis: Mulching:  Apply 1-1/2 to 2 tons per acre (70 to 90 Ibs/1000 sq | iz L=“ e rAaina =1 L 7 = *F——"‘—— =17 cfs F!oi Rote ’ - 0.3 gol #43/ minute (mox.) Test: MSMT 322
Total Area of Site N Oﬂ__ﬁl Acres ft) of unrotted small gra/'n straw /mmediate/)' after 599(7/779' - :‘|'=§ | . /ﬁ “ ‘( l . l“ _ | O] “ “ " Filtering Efficiency 75% (min. ) Test: MSMT 322
Area Disturbed D .77, Acres Anchor mulch immediate/y after app/icat/'on using mulch GNChOflhg ' ) | //)7 ] -—I-L- = _ﬁ ;( % 3. Where ends of geotextile fabric come together. they shall be overiapped.
Area to be roofed or poved ;S L Acres tool or 218 ga//ons per acre (5 90//7000 5q ft) of emulsified l:.::n—_/_‘@l I /F il =7 Se==== T = = L =S s ==s s $3i1ded ond stapled to prevent sediment bypass. ~
Area to be Vegetative/y stabilized : < = Acres GSth/t on flat areas.  On s/opes § feet or h/g{)en use J48 l l ' ’ l T . 4. Silt Fence shall be inspected. after esch rainfall event and maintained when .
Total Cut : J— Cu. Yds. 90//005 per acre (8 90//7000 sq ff) for anchor/ng. bulges occur or when sediment occumulotion reoched S0% of the fabric height.
Total Fill : - Cu. Yds. » , US. DEPARTMENT OF AGRICULTURE PAGE MAKRYLAND DEPARTMENT OF ENVIRONMENT
o Ny Maintenance: Inspect all seeded areas and make needed repairs, SOIL CONSERVATION SERVICE E-15-3 WATER MANAGEMENT ADMINISTRATION
Off-site waste/borrow area location: N/ A
replacements and reseedings.

LYl

8 Any sediment control practice which is disturbed by grading
activity for placemend of utilities must be repaired on the

»

same day of disturbance. DETAIL 24 - STABILIZED CONSTRUCTION ENTRANCE
9. Additional sediment control must be provided, if deemed b 30—
“ MOUNTABLE
necessary by the Howard County DPW Sediment Control | BERM (87 MIN.)
/nsp.ector. '—so' MINIMUM ‘ ~ |
. o Lt
o > e S
10. On all sites with disturbed areas in excess of 2 acres, RIS e — Eann NG PAVEMENT
approval of the inspection agency shall be requested upon % GEQTEXTILE CLASS ‘C’ O"\—-NPE AS NECESSARY
completion of installation of perimeter erosion and sediment OR BETTER(Tab.27)  MINIMUM 6” OF 2”-3” AGGREGATE (Sized Rr 2 vyr)
| ! OVER LENGTH AND WIDTH OF
controls, but before proceeding with any other earth g EXISTING GROUND STRUCTURE
disturbance or grading. Othef building or grading inspection - PROF ILE
approvals may not be authorized until this initial approval N - )
by the inspection agency is made. . PARD AND L
QL bt % 50° MINIMUM
Yy ) e FOR ; N ! LENGTH
11. Trenches for the construction of utilities is limited to 3 TOPSOIL . N 10 MIN.
pipe lengths or that which shall be backfilled and stabilized . A - ;
within one working day, whichever is shorter. ‘Construction and Material Specifications - L EXISTING
1. ;l;\o:whs:sil Zalva'i‘:d from the c:.(isting site may be used provided that it meets the standards as set forth W Q J \ Q 3 10’7 MINIMUM PAVEMENT
e specifications. .Typlcally, the depth of topsoil to be salvaged for a given soil type can be / Q \ \ WIDTH
(t:(;und ll’:. the rf[;lrcMscntaltlv: soil profile section in the Soil Survey published by USDA-SCS in \\/ =T “ $ ( ‘
operation with Maryland Agricultural Experimental Station. - 3
\ 1 3
Il Topsoil Specifications - Soil to be used as topsoil must meet the following: “\\ ) w “ \ \ STANDARD SYMBOL PLAN VIEW ~ 10’ MIN.
i. Topsoil shall be a loa d H y‘\ ~ g 3 3 ‘ V
i Soﬁ{)s ey o v m, san )'Jloin;,ycal:yalgo:m. s:.ll loam,‘lsandy clay loam, loamy sand. Other i '\ > )( \' e A
R ! X or soil scientist and approved by the - % el
EMPORARY SEED/NG N07ES f&[:u";z:?:bzzg?z:; ‘;:‘ahl:’:‘l)};-mii:ei::d:ﬁs,su;)s;il sh’all notfbc a mixture of contrasting \E ‘ -t y “ = o % »
n Vo ind s slay, coars . s e N
fragments, gravel, sticks, roots, trash, or other milcriallj:';l;efll‘;:n‘sf'/T:)?:St‘!i:l;i‘lc‘:ame \\ " L % \ ‘\ 1 Construction Specification
App/}’ to graded or cleared areas /lke/}’ to be redisturbed where a ii. :&r::]il musl'bc t:ree o;plrnts or plant parts such as bermuda grass, quackgrass, Johnsongrass 4\ : . - 1. Length - minimum of 50’ (%30’ for single residence lot).
. . sedge, poison ivy, thistle, hers ified. = s —_
short-term vegetative cover is needed. o OF others as specified W “ “ \ § 2. Width — 10’ minimum. shou!d be flared ot the existing road to provide ¢ turning
J radius.
ion: ' il by raking, i
seed.bed Pfepafatlon. Looseﬂ upper thfee Incg.es Of 6}0// b}’ g iii. Where the subsoil is either highly acidic or composed of heavy clays, ground limestone shall be 3. Geotextile fabric (filter cloth) shall be placed over the existing ground prior
discing or other acceptable means before seeding (unless spread at the rate of 4-8 tons/acre (200-400 pounds per 1,000 square. fect) priar to the plavement A to plocing stone. *%The plan approval outhority may not require single fomily
pfeViOUS/y /Ooseﬂed). f)ftops.oil. Lime shall be distributed uniformly over designated areas and worked into the soil \\ residences to use geotextile.
in conjunction with tillage operations as described in the following procedures. E,L . @ - -
. e, . L & \er 77 BN\ 4. Stone — crushed aggregate (27 to 3") or reclaimed or recycled concrete
Soil Amendments: App/,v'600 Ibs per acre 10-10-10 fertilizer (74 H.  For sites having disturbed areas under 5 acres: \\ (‘\’Z\_é 270 ~te=sy equivalent shall be placed at least 6" deep over the length ond width of the
/bS/7000 5q ft) i. Place topsoil (if required) and apply soil amendments as specified in 20.0 Veyetative . W ‘-J’\L (ﬂ entrance.
. . . .. Stabilization - Section I - Vegetative Stabilization Methods and Materials. \ \\ — - g/ 5. Surface Water - all surface water flowing to or diverted toward construction
Seeding:  For periods March 1 thru April 30 and from August 15 \ 7 - A entronces shal |l be piped through the entrance. maintaining positive drainage. Pipe
ith 2— bushel per acre of annual r . V. Topsoil Applicati vVoOxX i « - instal led through the stabilized construction entrance shall be protected with a
tgrz /gdd;g,bow' s;ed w/‘-t th ’/2 jod M p7 thru A t 14 g:ed N \‘ \\ \ 1 - &) ‘ \ﬂb / mountable berm with 5:1 slopes and @ minimum of 6“ of stone over the pipe. Pipe has
(.. S./ 5q. ) or : e period May ru Augus s i. When topsoiling, maintain needed grosion and sediment control practices such as diversions, \ \ ‘\‘\ 1 ¥Q NS \'Jé\\l_"‘ - to be sized according to the drainage. When the SCE is located ot @ high spot and
with 3 Ibs per acre of weeping lovegrass (.07 Ibs/1000 sq ft). Grade Stabilization Structures, Earth Dikes, Slope Silt Fence and Sediment Traps and Basins. \ 'g‘\ L S \-\ v () = %) - hos no drainage to convey @ pipe will not be necessary. Pipe should be sized o
7 1 " A v = according to the amount of runoff to be conveyed. A 6” minimum will be required.
For the Pef/"d November 16 thru February 28' pfOtGCt site b)’ ii. Grz.ldes' on the areas to be topsoiled, which have been previously established, shall be \\ \\ | \ X ‘\/ X\ \ i\ = = $U& . .
applying 2 tons per acre of well anchored straw muich and seed as maintained, albeit 47 - 8" higher in elevation. \\\Rl‘“\_ ‘.\Y Q “1 AN N 68?"7CL') Ma(—"é 6. Location — A stabilized construction,entrance shali be located at every point
soon as possd;/e in the spr/'ng, or use sod. iii. Topsoil shall be uniformly distributed in a 4" - 8 1 . ‘\\' 1\\ where construction traoffic enters or leaves a construction site. Vehicies leaving
. - d P . . e e .
thickness of 4" Spreadinyg shall ;epe'r';;med e s‘:’c}:z‘::anl"‘i:_":g;‘:‘;‘:jic':;““;°s;’;‘i:‘;“;:r‘;“ \g‘\’% ’\}\ %‘BW “_\, =i of MHE 2o the site must travel over the entire length of the stabi lized construction entrance.
MU/Chlhg.' A,Dp/}’ - ,/2 to 2 tons per acre (70 to 90 /bS/7000 sq :;t:;e;dr:‘tlh.aminimum of.a.ddilional soil preparation and tillage. Any irregularities in the ) [t o e U.S. DEPARTMENT OF AGRICULTURE PAGE MARYLAND DEPARTMENT OF ENVIRONMENT
X . i . lting from topsoiling or other operations shall be ed in ord ey L E |5\4 = Ao = GEMENT ADMINISTRATION
ft) of unrotted, weed—free, small grain straw immediately ofter seeding. formation of depressions or water pockets, | e e // \"NQ '\\\f \ ‘\‘; 3\ SOIL: CONSERVATION SERVICE Toiro? TR M =
Anchor mulch immediately after application using mulch anchoring v Tonsoi ) Jmn ] L\ Y
. . psoil shall not be placed while the topsoil or subsoil is i fi dd dition, ’. l - z ]
tool or 218 ga/ per acre (5 ga//7000 s5q ft) of emulsified 05,0/70” the subsoil is excessively wet or in a condition that mlaylso::earw;::t:re:nﬁ;cri:lo:) ;:z:crwmn /,é 3 E y 3 N ,/// mese p/ans have been rewewed for the Howard
: grading and seedbed preparation. . / ’ e ! 7
on flat areas. On slopes, 8 1t or higher, use 348 gal per acre (8 \ / \E U 8 E Soil Conservation District and meet the technical 3
gal/1000 sq ft) for anchoring. . . . . \ . - /T-;f\ A ) : / | 3
. ;:l:rrr;::uve for Pe:::ar;e:t Seed‘;ng - [:Istad of applying the full amounts of lime 2qd commercial . ‘/// ) ~ ,’ \/ o — \ &’& — \ /\ r eqU/rem ents. .‘,?
ilizer, composted sludge and ame: ts be applied i s e 1 . — = ' ’ - " )
Refer to the 1994 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL mendments may be spplied as specified below: N =% ! 74 _)\/-/ = e \e7 ; 7 L \ ' ‘W4
overed. i. Composted Sludge Material for use as a soil conditioner for sites having disturbed 5 N [} ’ { 21 ;
EROS/ON AND SED/MENT CONIRO[‘ fOf fG(e Gnd methOdS nOt ¢ acres shall be tested to prescribe amendments and for sites ha:/ing :u‘:t:%bcljt::eas :r::i gv:;res \\ \L J[L —_ == \ // ’ (5\12 g) Vﬂ //\ v % /;E’ - s
. shall conform to the following requirements: —— \\ — = ‘ 1('(‘ € ﬂ}/' — TV 177 fi % 7 9,
| N = "% LR Y /YWINI
a. Com;_):::‘tja: slu:gc. shallfbc supplied by, or originate from, a person or persons that are g 7 / SNoe—— /'/ : 4 — . 4 ¥ e, g"x Yy
permi at the time of acquisition of the co t) by the Maryland De; - e ; 4 7/ A
Environment under COMAR 26.04.06. mpost) BY the Maryland Department of the \ \Y/// Y, \ / o \ servation Service Dat (e
\ e ' \
b. Composted sludge shall contain at least 1 percent nitrogen, 1.5 p hosphorus, and 0.2 \ T : / / - :
percent potassium and have 2 Ph of 7.0 to 8.0. If compost does not meet these r:qsui::mems, )// ~ / Vr \ ! 4 ENG/NEER S CER nﬁCA
the appropriate constituents must be added to meet the requirements prior to use. e \\ l \\ / \
e S :
¢. Composted sludge shall be applied at a rate of 1 ton/1,000 square feet. - " \ \\\\ W \ A2 A A7 I — : "I certify that this plan for erosion and sediment control
; . . - . N 4 i - ) — 'y
v Comportd sadge sl b amended vith gt ferizr appid s he e omm,oo}? %/;é i U \ \ Lo\ 0‘4‘\1‘\ 2 ,\—4%\/ o represents a practical and workable plan based on my personal
! : ~— / | \ () . . . ope . .7
Referess Gudeie Socfeaons, ol Prepsation and Soding. MD-VA. Pu 1. Cooperatnl, T - \ Y \: \ N \ Woad \69 9 L& AN Z P [ B knowledge of the site conditions and that it was prepared in
Extension Service, University of Maryland and Virginia Polytech, i Insti ' R sed 1973. > ! \ ! \ \\ \ 1 ’ . . ; ; 3 H . ~
ia Polyechaic Insinates. Revi \ | B \ PNy \J N JUga 7 _ This Development Plan is approved for accordance with the requirements of the Howard Soil Conservation
HN Sy Lo W ree¥C AN\, : District.” |
. ) \ _ ) , . . . A
A DI YT ’ B | L . Lo~ o - DEVELOPER'S/BUILDER'S CERTIFICATE Soil Erosion and Sediment Control
A BRI PN P - ' 2 ' '
LTI Y , o b - | T = \ P Al by the Howard Soil Conservation

s e e . |/We certify that all development and/or construction wil be District. , a— _
S R : done according to this plan, and that any responsible personnel : Ny ) S-17 '??/

[ (K :'“Z\J‘.{ “ Nl "
S involved in the construction project will have a Certificate of Dat
.a»"5—‘:“-'1‘17»1?———JM-4~¥- 31228“ N ,L eﬁe "'A Attendance at a Maryland Department of the Environment Approved e
\ L i,m'\—F of Piesrturlamce

Training Program for the Control of Sediment and Erosion before

beginning the project. | also authorize periodic on-site inspection
by the HSCD.”

APPROVED: HOWARD COUNTY DEPARTMENT OF PLANNING & ZONING

4///’6__

ire Dote <

Chief, Divisio Land Development ate »

j@z& , % -(]- 58
Chief, Dev Engineering Divisi D ] ]
hief, Development Engineering Division q Dat | S/gnatj/e of Developer /Builder Date
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